
d-LIST Demo Case d-LCON

Features

Designed to demonstrate the functionality of a d-LIST system for training and demo purposes

Alarm triggering by manually heating the sensor cable SEC 15 and/or external sensors ESD-A5

Alarm and fault indications via LEDs on d-LISTcontroller d-LCON

Optional utilisation of the graphical user interface d-LISTconfig on a Windows PC via Bluetooth

Transport case suitable as hand luggage on most air lines

Components

Transport case with wheels and telescope handle

Sensor control unit d-LCON

Sensor cable SEC 15 with two sensors

One external sensor ESD-A5-EL-01 and ESD-A5-RL-01 each

10 built-in d-LIST sensors

Bluetooth adapter

AC power adapter 110 … 230V AC

General Data

Case dimensions: 230 x 400 x 550 mm (l x b x h)

Weight Demo Case: 8,6 kg (Complete assembly)

Weight Demo Plate: 2,6 kg (pre-assembled plate only, including d-LCON)

Storage Conditions: 0 °C ... +60 °C, 30% … 70% relative humidity, non condensing, prevention against shock, vibration, 
dust, electrostatic discharge ESD, UV light

Ordering Information

d-LIST Demo Case d-LCON  Art.-no.:  62-2001017-01-01

d-LIST Demo Plate d-LCON Art.-no.:  62-4001031-01-01

Scope of Delivery

d-LIST Demo Case d-LCON, ready to use, or alternatively

d-LIST Demo Plate d-LCON, ready to use
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